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tanks, and any other equipment serv-
ing the same function as those pre-
viously listed.

Strong liquor storage tanks means all
storage tanks containing liquor that
has been concentrated in preparation
for combustion or oxidation in the re-
covery process.

Sulfite pulping means a chemical
pulping process that uses a mixture of
sulfurous acid and bisulfite ion as the
cooking liquor.

Temperature monitoring device means a
piece of equipment used to monitor
temperature and having an accuracy of
+1.0 percent of the temperature being
monitored expressed in degrees Celsius
or 0.5 degrees Celsius ( °C), whichever
is greater.

Thermal oxidizer means an enclosed
device that destroys organic com-
pounds by thermal oxidation.

Turpentine recovery system means all
equipment associated with recovering
turpentine from digester system gases
including condensers, decanters, stor-
age tanks, and any other equipment
serving the same function as those pre-
viously listed. The turpentine recovery
system includes any liquid streams as-
sociated with the turpentine recovery
process such as turpentine decanter
underflow. Liquid streams that are in-
tended for byproduct recovery are not
considered turpentine recovery system
condensate streams.

Weak liquor storage tank means any
storage tank except washer filtrate
tanks containing spent liquor recov-
ered from the pulping process and prior
to the evaporator system.

[63 FR 18617, Apr. 15, 1998, as amended at 64
FR 17563, Apr. 12, 1999]

§63.442 [Reserved]

§63.443 Standards for the pulping sys-
tem at kraft, soda, and semi-chem-
ical processes.

(a) The owner or operator of each
pulping system using the kraft process
subject to the requirements of this sub-
part shall control the total HAP emis-
sions from the following equipment
systems, as specified in paragraphs (c)
and (d) of this section.

(1) At existing affected sources, the
total HAP emissions from the fol-
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lowing equipment systems shall be con-
trolled:

(i) Each LVHC system;

(i) Each knotter or screen system
with total HAP mass emission rates
greater than or equal to the rates spec-
ified in paragraphs (a)(1)(ii)(A) or
(@)(Q)(i)(B) of this section or the com-
bined rate specified in paragraph
(@)(1)(i1)(C) of this section.

(A) Each knotter system with emis-
sions of 0.05 kilograms or more of total
HAP per megagram of ODP (0.1 pounds
per ton).

(B) Each screen system with emis-
sions of 0.10 kilograms or more of total
HAP per megagram of ODP (0.2 pounds
per ton).

(C) Each knotter and screen system
with emissions of 0.15 kilograms or
more of total HAP per megagram of
ODP (0.3 pounds per ton).

(iii) Each pulp washing system;

(iv) Each decker system that:

(A) Uses any process water other
than fresh water or paper machine
white water; or

(B) Uses any process water with a
total HAP concentration greater than
400 parts per million by weight; and

(v) Each oxygen delignification sys-
tem.

(2) At new affected sources, the total
HAP emissions from the equipment
systems listed in paragraphs (a)(1)(i),
@)@)(ii), and (a)(1)(v) of this section
and the following equipment systems
shall be controlled:

(i) Each knotter system;

(ii) Each screen system;

(iii) Each decker system; and

(iv) Each weak liquor storage tank.

(b) The owner or operator of each
pulping system using a semi-chemical
or soda process subject to the require-
ments of this subpart shall control the
total HAP emissions from the fol-
lowing equipment systems as specified
in paragraphs (c) and (d) of this sec-
tion.

(1) At each existing affected source,
the total HAP emissions from each
LVHC system shall be controlled.

(2) At each new affected source, the
total HAP emissions from each LVHC
system and each pulp washing system
shall be controlled.

(c) Equipment systems listed in para-
graphs (a) and (b) of this section shall
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